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electric motors List Price -
All data shown at HIGH voltage setting Format |STD 3 Phase|
Electrical Data General Data
Rated Motor Output Power 1HP Frame Size 143
Rated Motor Speed 1740 r/min Enclosure TEFC
Rated Motor Voltage (3 Phase) 460-60 Volts - HZ Approximate Weight 44.8
Rated Motor Current 1.5 Amps NEMA Design B
Service Factor 1.25 IP Rating 56
KVA Code J Insulation Class F
Nominal Efficiency 85.5% Tropicalization YES
Nominal Power Factor 0.75 cos@ Duty Cont.
Full Load Torque Ft-Lb 4.11 Ft-Lb Cable Entry 1.25
Temp Rise @ Full Load °C 36 Feet Removable YES
Efficiency Level IE3 - NEMA Premium Double Drilled NO
Load Data RPM Trgq %FL Current Amps Rated Ambient (°C) 40
Locked Rotor - 224 9.5 Rated Altitude (M) 1000
Breakdown - 270 - Coating 7024 - Graphite Grey
Pull Up - 171 - Shaft Grounding YES
125% of FL 1722 - 1.82 Brake Voltage (DC) --
75% of FL 1759 - 1.22 Brake Torque (N-M) --
50% of FL 1774 - 1.02 Mechanical Data
No Load 1797 - 0.83 Bearing DE Side 620527
Hazardous _ Bearing NDE Side 620527
_ CL1Div2Grp AB,C,D Moment of Inertia -- kg.m2
Location Noise Level Per NEMA dB (A)
Loaded Torque Curves --
CT VFD Range - P1 = INPUT POWER (KW), S = Slip (% of Sync RPM), nj = Efficiency (%), cos@=
Power Factor
Certifications UL CSA DOE
File Numbers 323353 224693 096A Ll =

Wiring Diagram [3PH 9 Lead Dual Voltage

3 Phase-YY/Y-9Lead
4,1 Blue /5,2 White/6,30rg/7Y!1/8BIlk/9RD
Cast Iron-1,2,3 Top - 4,5,6,7,8,9 Bottom
Aluminum - 4,5,6,8,9 Top - 1,2,3,7 Bottom
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NOTES: .
1522
4l Cost Tron Construction
. Design B

. PS5 Lebyrinth seals on DE ond OIE

H Closs Insulaticn System

. Mox Winding Temperature rise 80°C

o Mox bearlg temperature rlse 45°C for 4 pole amd S0°C
for 2 pole motors when direct coupled.

. Regreasoble bearings

Externol Groundng provislons

Moximum foot flathess deviation 127 mm

10, Conductive Polymer Cooling Fon

L1, Diegonally Split Conduit Box rototable i 90° Increments

L2, Leod seols in concluit hox

L3 Muxinum ne loed sound power 83 dBAC poled,
Maxinum no load sound power 70 dBA(4 pole),
Maximum no load sound power 64 dBA(S polel.

14 No Lood Motor Vibrotion not to exceed
pRodiol 60HZ - 203mm/s (2,4 poled ond L32mm/s (6 poled
baxlel 60HZ - 1.52mm/s

15. 300 serles Stoinless Steel hardware

16, Epaxy Cootihg meeting ASTM BIL7-97 for 96 h
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L7, Al internal surfoces cooted with enti-corrosion cooting,

L8 Internal Sheft Grounding brush instelled on drive end,
19 No Lood test report included with motor
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